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Stops Downdrafts - Saves Fuel



Aerocowl

Saves Fuel - Saves Money Preliminary tests recorded a minimum saving of 12% after 
fitting an Aerocowl with up to 30% recorded in certain 
cases.

Easily Installed
Available in three sizes, to fit all domestic chimneys and 
flues. Installation is simplicity itself. Just locate on chimney, 
and secure. 

Doubles as a Rain Cap Prevents rain, snow or sleet entering the chimney or flue.

Reduces Condensation Aerocowl reduces condensation and improves ventilation.

Aesthetically Pleasing
The aerodynamically designed Aerocowl blends in naturally 
with its surrounding. 

Long Life
The results of the Comprehensive Accelerated Corrosion 
Tests revealed an average life expectancy of 12 years for 
Aerocowl.

International Acclaim
Aerocowl is now marketed successfully in 14 countries 
throughout the world and has won major international 
awards.

For more information on Aerocowl, call or email: Z-Flex (US)Inc.
20 Commerce Park North 20 East Pearce Street
Bedford, NH 03110-6911 Richmond Hill, ON L4B 1B7
Tel: 603.669.5136  
Fax: 603.669.0309

Tel: 905.731.9411  
Fax: 905.731.7086

1.800.654.5600
www.z-flex.com  sales@z-flex.com

Aerocowl is an aerodynamically designed unit which, when fitted to structurally sound 
chimneys and flues, completely eliminates down-draft preventing troublesome smoke and 
toxic fumes from circulating within the home. Aerocowl’s built-in bleeding system reduces 
excessive fuel burning for all types of heating appliances whether solid fuel, oil, gas or 
wood-burning, resulting in significant savings in energy consumption. 

CHIMNEY & VENTING SOLUTIONS
Z-FLEX®

BLEED 
SYSTEM

BLEED 
SYSTEM

BLEED 
SYSTEM

VENTURIVENTURIVENTURI

EXPANSION 
CHAMBER

EXPANSION 
CHAMBER

EXPANSION 
CHAMBER

WIND WINDWIND

AEROFOILAEROFOILAEROFOIL

EXHAUST GASESEXHAUST GASESEXHAUST GASES

The information provided within is for informational purposes only. We have made every effort to ensure the accuracy of the provided information and assume no responsibility for any loss or damage due to errors or omissions or to the use or misuse 
of any information supplied. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ responsibility to test all products under the conditions that duplicate the 
service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ responsibility to review our complete Terms and Conditions of Sale located on our web sites 
at: www.novaflex.com | www.z-flex.com | www.flexmaster.com. 
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