
The information provided within is for informational purposes only. We have made every effort to 
ensure the accuracy of the provided information and assume no responsibility for any loss or damage 
due to errors or omissions or to the use or misuse of any information supplied. It is impossible to test 
all products under all conditions to which they might be subjected in the field. It is therefore the buyer 
and/or end users’ responsibility to test all products under the conditions that duplicate the service 
conditions prior to installation. All improvements, all specifications are subject to change without prior 
notice. It is the buyer and/or end users’ responsibility to review our complete Terms and Conditions of 
Sale located on our web sites at: www.novaflex.com | www.z-flex.com | www.flexmaster.com. 
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To avoid rapid accumulation of creosote, do not use single wall liner above a 
chimney.
The use of rain cap and flashing are required to prevent moisture from entering the 
liner and the space between the liner and chimney.
Listed rain caps incorporating bird screens are necessary and/or required in some 
areas but may be susceptible to blockage through freezing moisture in areas of low 
ambient temperature.  Consult authority having jurisdiction
Liner must not be field ovalized.
The safe operation of a lining system is based on the use of parts supplied by the 
manufacturer and its performance may be affected if the combination of these parts 
is not used in actual building construction.
The lining system safety, code compliancy, warranty and performance may be 
compromised if the installation instructions are not followed.
Prior to installation of the lining system into a masonry chimney, the chimney must 
be thoroughly cleaned and checked for cracked, loose, or missing bricks, mortar, or 
other materials that could inhibit correct installation of the lining system, and that 
the air space clearances between the masonry chimney exterior and combustible 
materials be checked to verify that the chimney is in accordance with applicable 
building code requirements.
If the existing system is found not to be in compliance with applicable building 
code and / or these installation instructions, the liner shall not be installed until 
appropriate steps have been taken in order to bring the chimney or vent into 
compliance with the applicable code and / or these instructions. 
Installation of the lining system into an existing chimney or vent does not, in any 
way, upgrade the resulting relined system and make it suitable for any applications 
that require a vent or chimney of a higher temperature handling capability, an 
alternative fuel, or any other, more severe service than the original chimney or vent 
in which it is installed. 
The authority having jurisdiction (such as Gas Inspection Authority, Municipal 
Building Department, Fire Department, Fire Prevention Bureau, etc.) should be 
consulted before installation to determine the need to obtain a permit.
WARNING
Failure to inspect and clean lining system as outlined in maintenance instructions 
may result in fire, health or other safety hazards.  Use these  and appliance 
manufacturer's instructions during the examination and tests of lining system.
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MAINTENANCE INSTRUCTIONS 

WARNING:
DO NOT USE ANY MATERIAL/PARTS OTHER THAN 
THOSE SPECIFIED IN THE INSTALLATION 
INSTRUCTIONS. 

“Creosote and Soot Formation and Need for Removal”.
When wood is burned slowly, it produces tar and other organic 
vapors, which combined with expelled moisture, forms creosote.  
The creosote vapors condense, in the relatively cool chimney flue 
of a slow-burning fire.  As a result, creosote residue accumulates 
on the flue lining.  When ignited this makes an extremely hot fire.  
The chimney should be inspected every two (2) months during 
the heating season to determine if a creosote or soot buildup has 
occurred.  If creosote or soot has accumulated, it should be 
removed to reduce the risk of chimney fire.

The recommended method of cleaning your Z-Flex Liner is with a 
poly brush approximately 1/8’’ larger than the diameter of your 
liner.   The liner should be brushed until all creosote and soot 
have been removed. 

 It is recommended to have the chimney lining system inspected 
by a qualified chimney inspector, such as a certified chimney 
sweep, at least once annually.

Any heating appliance connected to the chimney liner must not 
have a flue outlet size larger than the chimney liner area at its 
smallest point. 

kbauer
Stamp



kbauer
Stamp

kbauer
Stamp

kbauer
Stamp


	zr instructions-1 copy.jpg
	zr instructions-2 copy.jpg
	zr instructions-3 copy.jpg
	zr instructions-4 copy.jpg
	zr instructions-5 copy.jpg
	zr instructions-6 copy.jpg
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page



