
®

01.2018

Novaflex 3555
Hydrocarbon Drain Hose
Novaflex Hydrocarbon drain hose is designed for use in 
refining industry for those applications where the transfer 
of hydrocarbons and related petroleum chemicals is 
used during plant operations. This softwall discharge 
hose offers high temperature capability along with 
lightweight handling and kink resistance. 

Specifications
Tube: High Temperature Nitrile 
Reinforcement: Multiple plies tire cord with stainless steel 
static wire
Cover: Blue oil and abrasion resistant
Length: 100 ft.  
Temperature Range: -40°F (-40°C) to +300°F (+148°C)
(intermittent 350°F {176ºC})
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Specification Chart

Getting the most from a single source

Part No. I.D. O.D. Plies WP
psi

WT
LBS/FT

3555BT-00750-00 ¾ 1.24 4 300 .74

3555BT-01000-00 1 1.49 4 300 .88

3555BT-01500-00 1½ 2.14 4 300 1.18

3555BT-02000-00 2 2.64 4 300 1.3

3555BT-03000-00 3 3.68 4 300 2.0

3555BT-03000-02 3 3.84 6 300 2.6

3555BT-04000-00 4 4.68 4 300 2.6

3555BT-04000-02 4 4.84 6 300 3.4

All products are warranted to be free from all defects in material and workmanship. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end users’ 
responsibility to test all products under the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer and/or end users’ 
responsibility to review our complete Terms and Conditions of Sale located on our web sites at: www.novaflex.com / www.z-flex.com / www.flexmaster.com. 


