
Z-FLEX® U.S.A. 1.800.654.5600 • FAX 1.888.889.3539
CANADA 416.679.0045 • FAX 416.679.0051
email sales@z-flex.com • www.z-flex.com

Co-Linear Vent System 
• Z-FLEX® DVI Kits designed for use when converting existing wood-burning fireplaces into gas

• Allows for a direct vent system that does not compromise indoor air quality

• Kit includes two Triple Lock® Gas Liners, one for flue exhaust, the other for outside combustion air

• Includes extreme weather, decorative or low profile co-linear termination options

ADVANCED VENTING SYSTEMS
Z-FLEX®
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Model DVI-X Direct Vent 
Co-Linear Flexible Liner Kit 
with Extreme Weather Cap/Flashing
Kit includes:
Chimney Liners (Exhaust and Intake)
Extreme Weather Cap/Flashing
Self-tapping Screws

DVI Kits

Model DVI-D Direct Vent 
Co-Linear Flexible Kit 
with Decorative Cap/Flashing
Kit includes:
Chimney Liners (Exhaust And Intake)
Decorative Cap/Flashing
Self-tapping Screws

Low ProfileLow Profile

Model DVI-LP Direct Vent 
Co-Linear Flexible Kit 
with Low Profile Cap
Kit includes:
Chimney Liners (Exhaust And Intake)
Low Profile Cap
Flashing
Self-tapping Screws
4 x 3 Reducer (2DVI4335LP)

Decorative
Decorative
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Z-Flex Co-Linear Liner Kits
Part ID Description Exhaust size Intake size

2DVI335D DV CO-LINEAR 3/3 DECORATIVE KIT X 35 FT 3 in. 3 in. 

2DVI335LP DV CO-LINEAR 3/3 LOW PROFILE KIT X 35 FT 3 in. 3 in. 

2DVI335X DV CO-LINEAR 3/3 EXTREME WEATHER KIT X 35 FT 3 in. 3 in. 

2DVI435D DV CO-LINEAR 4/3 DECORATIVE KIT X 35 FT 4 in. 3 in.

2DVI435LP DV CO-LINEAR 4/3 LOW PROFILE KIT X 35 FT 4 in. 3 in.

2DVI435X DV CO-LINEAR 4/3 EXTREME WEATHER KIT X 35 FT 4 in. 3 in.

DVI Kits

The information provided within is for informational purposes only. We have made every effort to ensure the accuracy of the provided information and assume no responsibility for any loss or damage due to 
errors or omissions or to the use or misuse of any information supplied. It is impossible to test all products under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end 
users’ responsibility to test all products under the conditions that duplicate the service conditions prior to installation. All improvements, all specifications are subject to change without prior notice. It is the buyer 
and/or end users’ responsibility to review our complete Terms and Conditions of Sale located on our web sites at: www.novaflex.com | www.z-flex.com | www.flexmaster.com. 


